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For the year 2025, 175 molten metal incident reports occurring world-wide were received as 
compared to 141 reports in 2024, 156 reports for 2023, 198 reports for 2022 and 140 reports for 
2021. The attached figures summarize these reports for 2025 as well as the data for the years 
1980 through 2025. 

SUMMARY POINTS: 

• For 2025, there were 175 explosion incidents reported. This was slightly above the 
past ten-year average of 167. 
 

• There was 1 Force 3 incident reported with 0 injuries compared to 2024 with 2 Force 
3 incidents which resulted in 7 Fatalities, 1 Serious injury, and 14 Minor injuries. 
 

• For the last 10 Years there was an average of 0.9 Force 3 incidents per year 
compared to 2.8 incidents per year for the entire Molten Metal Incident Reporting 
Program from 1981 through 2025. 
 

• In 2025, besides the one Force 3 explosion, there were 146 reported Force 1 
explosions and 28 Force 2 explosions. 
 

• The upward trend in Force 2 explosions, which commenced in 2016, continued into 
2025, averaging 23 incidents per year from 2016 through 2025. This ten-year period 
marked a reversal of the previous decline in Force 2 explosions beginning in the 
early 2000s and continuing through 2015. 
 

• Over the past decade, Force 2 explosions have constituted an increasing proportion 
of the incidents compared to Force 1 and Force 3 incidents. This trend continued in 
2025. Force 2 explosions accounted for 16% of all reported cases and Force 1 
accounted for 83.4%. 
 

• There were 0 Fatalities in 2025, with 20 Minor injuries and two Serious Injuries. This 
is a large reduction compared to 2024 with 41 total injuries: seven Fatalities, three 
Serious injuries, and 31 Minor injuries. Over the past 5 years, there was an average 
of 21 injuries per year compared to 24 per year for the previous 10 years, 2011 
through 2020.  
 

• Over the past 10 years, the average number of Fatal injuries has been 1.5/yr, which 
is much lower than the 2.3/yr. annual rate for the entire length of the program. 
 

• As noted in prior years, there has been a step-change reduction in % injuries per 
total annual incidents from the years 2001 through 2015 compared to 2016 through 
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2025, except for 2024. The average injury rate reduction was 67% from the earlier to 
the most recent years. 2024 is separated in this comparison due to two international 
Force 3 casting incidents that resulted in numerous injuries and fatalities. 
 

• The highest number of explosions occurred in Casting (61), which follows historical 
data. Melting had 54, Transfer 42, and Other had 18, which is very high for this 
category. In 2024, there were also a high number of Other incidents: 15.  
 

• The highest number of Force 2 incidents, 15, occurred in Melting along with One 
Force 3. This also follows historical trends for Melting. Casting had 6 Force 2, 
Transfer had four, and Other three.  
 

• Incidents and Injuries by Process, Melting, Casting, and Transfer were analyzed 
showing that Melting has had the lowest % Injury per Incident or Injury Rate over 
the last 10 years, at 1%, even though, of these three Processes, it typically has the 
most Force 2 and Force 3 explosions. For Casting and Transfer, their Injury Rates 
over the same time period are both 14%. 
 

• For 2025, in the Other category, 13 of the 18 explosions occurred in the Reduction 
process, with two being Force 2. 7 Minor injuries were associated with these 13 
Reduction process incidents which are a very high percentage of injuries per 
incident.  Rolling accounted for 5 Other incidents, with one being Force 2.  There 
were two Minor injuries occurring from these 5 Force 1 explosions. 
 

• As throughout the reporting history, the highest number of Melting explosions in 
2025 involved wet scrap and accounted for the greatest number of Force 2 incidents 
and the one Force 3 incident reported in 2025. 
 

• Over the entire timeframe of the Incident Report (1980 through 2025) the highest 
number of incidents occur during the Casting process. However, of the three 
categories, Melting, Casting, and Transfer, Melting explosions have the highest 
percentage of Force 2 and 3 incidents (27% and 5% respectively). 
 

• Considering only the last 11 years, 2015 through 2025, the largest number of Casting 
explosions occur, by a large margin, during sow and mold casting due to wet, 
cracked, or rusty molds, followed by VDC cast start explosions due to excessive 
curl, hang-ups, and bleed-outs.  
 

• If only considering Force 2 and Force 3 Casting incidents for 2015 through 2025, 
then the highest number of explosions (26) are due to wet and rusty drain pans at 
Termination and aborts. These are followed by VDC Cast-start explosions resulting 
from excessive curl, hang-ups, and bleed-outs (19), sow and mold casting with 
wet/cracked/rusty molds (13), and DC Cast Start due to wet/rusty bottom blocks (11).  
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• In 2025, 42 Transfer explosions occurred (38 Force 1 and 4 Force 2). The highest 
number resulted from wet and rusty drain or skim pans which accounted for 10 
incidents, including two Force 2. Two other Force 2 Transfer incidents occurred as 
the result of a wet launder and wet material in a tap hole. 

 
• As reported in recent years, a significant number of Casting and Transfer 

explosions continue to be related to wet/rusty drain pans. In 2025 for DC Casting, 
wet/rusty drain pans at end of cast or during start-up aborts accounted for the 
highest number of incidents (9), with 5 being Force 2. For Transfer incidents from 
2008 to 2025, wet/rusty drain pans are the leading category for Force 1, 2, & 3 
explosions (166) followed closely by wet tools (163). For Force 2 & 3 explosions, 
wet/rusty drain pans account for 21 of the 37 incidents. 
 

• When only looking at Force 2 and Force 3 Casting explosions from 2015 through 
2025, the highest number of explosions (26) are due to wet/rusty drain pans 
occurring at VDC cast Termination and aborts, which occur typically during Cast 
Start. These are followed by VDC Cast Start explosions due to excessive curl, hang-
ups, and bleed-outs (19). 
 

• When combining Casting and Transfer 2025 incident data for wet/rusty drain pans, 
this source of explosions accounts for 20% (21 of 103) of all the explosions in these 
two operations. In 2022 and 2023, this rate was also 20%, and it was 19% in 2024.  
Significantly, 14 of the 21 explosions in 2025 (33%) were Force 2. 
 

• As indicated in the past, a significant number of injuries have occurred in relatively 
straightforward Transfer operations. For the entire program, 1980 through 2025, this 
includes 239 Minor injuries, 83 Serious injuries, and seven Fatalities. In 2025, there 
were seven Minor and 1 Serious. The Transfer Injury rate appears to be trending 
higher over the past three years after trending downward over the previous 9 years 
(2014 through 2021). 
 

• It is suggested that these major reasons for Force 2 & 3 explosions, summarized 
above for both Casting and Transfer operations, be given increased emphasis 
during training and plant process and equipment auditing, since there is a higher 
probability of injuries when Force 2 & 3 explosions occur.  
 

• As typical in the past, in 2025 the highest number of incidents occurred in 
Reduction plants (88), followed by Rolling (48), Recycling (31), and Extrusion (9). 
The one Force 3 incident occurred in Recycling along with six Force 2 incidents. 
Rolling experienced the highest percentage of Force 2 incidents, at 33%, 16 of 48 
incidents.  
 

• New analysis of data for the entire length of the program showed that Reduction 
plants, which have the highest total number of incidents, have the lowest 
percentage of Force 2 & 3 incidents at 14%. The most occurred in Rolling (42%). 
Recycling and Extrusion were somewhat lower than Rolling at 35% and 31%, 
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respectively, but still more than 2X higher than Reduction. This data was provided 
in a new chart this year added to the Figures.  
 

• Most incidents at the Reduction facilities took place during Casting, mainly 
involving sow or mold casting (33). The primary reason for sow Casting incidents 
was for cracked, wet, or rusty molds. There was one Force 2 sow casting incident 
as the result of wet equipment. There were only five VDC related incidents, one 
being Force 2 due to a start-up abort and a wet drain pan. There were 22 Transfer 
incidents, including one Force 2 as the result of a wet/rusty drain pan.  Of the 12 
Force 2 Reduction cell incidents that occurred, two were related to wet additions 
and a tap-out onto a wet floor. 
 

• There were 31 incidents occurring in Recycling plants. Most of these occurred 
during Melting (18), with four being Force 2 and one a Force 3, the only Force 3 
incident reported in 2025. These were all the result of wet charging material, either 
scrap or sow. One of five VDC Casting explosions was Force 2, resulting from a 
Start-up abort and a wet drain pan. There was one other Force 2 during Transfer 
operations as the result of a wet material in a tap-hole. 
 

• In Reduction plants, there were 15 Minor injuries, seven in Reduction operations, 
six in Transfer, and two in Casting. The highest number involved six injuries due to 
wet sampling tools. There were also seven injuries in the Reduction process: three 
wet anodes, two wet additions, and two wet tools. 
 

• Rolling plants had five injuries in 2025, compared to 12 Minor in 2024 and only two 
Minor in 2023. Two Force 2 wet/rusty drain pan explosions resulted in a Serious and 
a Minor injury. One occurred during a Start-up abort and the other during cast 
Termination. There were also two unusual incidents occurring during post-cast 
ingot inspection and identification when equipment fell into the molten ingot head. 
One was a flashlight, and the other incident was an ID stamping cartridge. 
 

• In 2025, there were zero injuries reported from Extrusion operations! In 2020, there 
were also zero injuries reported. 
 

• Recycling plants reported 31 explosion incidents including six Force 2 and one 
Force 3. There was only one injury, which resulted from a Force 2 Transfer explosion 
as the result of wet material in a tap-hole. 
 

• The highest number of injuries in 2025 occurred in Reduction (15), all Minor. Rolling 
recorded four Minor and one Serious, and there was one Serious in Recycling. 
 

• For the years 2012 through 2025, when comparing Incidents, Injuries, and 
Injury/Incident Rates between Reduction, Recycling, Rolling, and Extrusion plant 
types, there have been a significantly higher number of Reduction plant incidents 
compared to the other three plant types.  
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• For these same 14 years, Recycling Injury/Incident Rate has been between 0-5% 
and has been the lowest of the four plant types. The exception in 2024 was an 
overseas Casting Force 3 incident with multiple Fatal and Serious injuries. 
 

• Again, for these same 14 years, Rolling plant incidents are 3-4X higher compared 
to Extrusion plants. The Extrusion Injury/Incident Rate is often the highest of the 
four plant types and is extremely variable, ranging from 0% to 87%. In 2025, it was 
at 0%, compared to Rolling at 10%. In 2024, Rolling was at 23%, comparable to 
Extrusion at 25%.   
 

• The Incident, Injury, and Injury/Incident data by plant type indicates that further 
investigation, analysis, and discussion should be pursued to determine why 
typically higher injury rates are observed in Rolling and Extrusion compared to 
Reduction and Recycling. A possible explanation may be the higher application of 
the billet and slab VDC Casting processes in Rolling and Extrusion compared to 
Reduction and Recycling. Additional understanding could lead to reducing injury 
rates. 
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EXPLANATION & DISCUSSION OF CHARTS AND DATA: 

The Aluminum Association classifies molten metal explosions according to Force Level, with 
Force 1 being the least severe and Force 3 being the most severe. Table 1 below provides 
information on the criteria used for rating Force Level. Figures 1 through 49, provided in the 
PowerPoint slides, display various charts and tables, including Table 1. 

Table 1: Explosion Rating Force Criteria 

 

 

 

Figure 1 displays by year from 1981 through 2025 the total number of reported incidents, 5009.  

There were 175 explosions reported in 2025, compared to 141 explosions reported in 2024. The 
record high 198 was in 2022 for the 45 years of the Molten Metal Incident Reporting Program 
initiated in 1981. This was slightly above the past ten-year average of 167. Starting in 2016 and 
over the last 11 years, there was a sharp increase in reported incidents compared to the previous 
nine years. 

Figures 1 through 7 provide Force Level data for all years of the program, 1981 through 2025, 
in various formats, including the number of incidents and rates. Figure 2 displays the reported 
incidents each year for all Force Levels. In 2025, there were 146 Force 1, 28 Force 2, and 1 
Force 3 explosions. There were 2 Force 3 explosions in 2024, zero in 2022 and 2023, and one 
each in 2019 through 2021. Figure 3 displays only Force 2 & 3 incidents for the same time, 
along with the average number of incidents over that time period: 20.1/year Force 2 and 2.8/year 
Force 3. It can also be seen in Figure 3 as a dramatic decline in Force 2 incidents starting in the 
early 2000’s through to 2015, noted by a green arrow in the graph. A red arrow follows showing 
a steady increase in Force 2 incidents starting in 2016 continuing through 2025.  

The percentage of Force 2 explosions compared to Force 1 incidents has been increasing over 
the past 8-10 years although not at record highs, which occurred earlier in the program. This 
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increase is displayed in Figure 4 (first provided in the 2025 Annual Report), which provides the 
percentages of Force 1 and Force 2 incidents for the years 2000 through 2025. The chart shows 
a drop-off in Force 2 incidents starting in the early 2000s continuing through 2015. The % of 
Force 2 incidents increased from 5.7% in 2015 to a high of 19.1% in 2024. Figure 4 shows the 
decreasing and increasing percentages of Force 2 incidents with green and red arrows. 

Figure 5 shows the reported number of Force 3 incidents from 1981 through 2025. From 2008 
through 2025, there has been either zero or one Force 3 explosion reported annually with two 
exceptions: two Force 3 explosions in both 2018 and 2024. The average number of Force 3 
explosions over the last 5 and 10 years (0.8/yr. and 0.9/yr. respectively) continues to show a 
much lower level compared to the 2.8/yr. average for the entire reporting history from 1981 
through 2025. 

Figures 6 and 7 display a comparison of all three Force Levels for the entire reporting history 
from 1981 through 2025 in two different formats: 1) bar graph and 2) pie chart. Force 1 incidents 
account for 77.3% of all incidents, with 20.2% being Force 2 and 2.5% rated as Force 3.  

Figures 8 through 14 provide various formats of injury incident data (Minor, Serious, and Fatal) 
for the years 1981 through 2025. There were 0 Fatalities in 2025, with 20 Minor injuries and two 
Serious injuries. This is a large reduction compared to 2024 with 41 total injuries: seven 
Fatalities, three Serious injuries, and 31 Minor injuries. Over the past 5 years, there was an 
average of 21 injuries per year compared to 24 per year for the previous 10 years, so a small 
decrease. There were a total of 1708 injuries reported over the entire lifetime of the program. 
The Figure 8 bar chart shows Minor, Serious, and Fatal injuries for each year from 1981 through 
2025. There was a downward trend in total injuries starting in 2016, which was reversed in 2024, 
and although there were half as many injuries in 2025 compared to 2024, there is still a trend 
toward higher injuries compared to the low number of injuries from 2016 through 2023. 

Figure 9 displays 2001 through 2025 injury rates, % injuries per total annual incidents. 
Starting in 2016 there was a step-change reduction in injury rates compared to the years 2001 
through 2015. There has been a slight increase in the injury rates from 2016 and 2017 through 
2025, primarily due to the two high years in 2018 and 2024. 

Figure 10 highlights the difference between Minor, Serious, and Fatal injury rates for three 
separate categories: 1) 2001 through 2015, 2) 2016 through 2023 plus 2025 and 3) 2024. There 
was a high percentage reduction in injury rates in all three categories, Minor, Serious, and Fatal, 
for the time periods 2001-2015 vs. 2016-2023, 2025. The % Injury Rate reductions ranged from 
59% to 81%. For all injury types, it was a 67% reduction. The outlier 2024 is shown separately 
because of two Force 3 international incidents in 2024 that resulted in a significant number of 
injuries and fatalities. 

From 1981 through 2025, there are now a total of 1708 Minor, Serious, and Fatal reported 
injuries with Figure 11 showing the total injuries in these three categories. The Figure 12 pie 
chart breaks this down into percentages: 70.9% Minor, 22.9% Serious, and 6.2% Fatal. 

Figure 13 presents the likelihood of no injury per hundred incidents versus the likelihood of an 
injury in each injury category. This indicates that for every hundred incidents reported there is a 
24.2% rate for Minor injuries, 7.8% rate for Serious injuries, and a 2.1% rate of Fatalities versus 
a 65.9% rate of No Injury. The likelihood of a No Injury increased from 65.1% in 2024 to 65.9% 
with the 2025 data. Since explosions are typically more likely to be reported when there is an 
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injury of some degree, these numbers are certainly inflated compared to the actual data if all 
explosions were reported. However, this does provide an indication of the potential rate of an 
injury per incident. 

Figure 14 displays data only related to Fatalities for the entire reporting program from 1981 
through 2025. There have been 15 Fatalities over the past 10 years, with eight reported in 2018 
and seven in 2024. The seven reported in 2024 were all the result of Force 3 international 
explosions, with information sourced via government reports. The 1.5/yr. average Fatal rate for 
the past ten years is significantly lower than the 2.3/yr. annual rate for the entire length of the 
program. 

Figures 15 through 48 provide more detailed information regarding the 175 reported explosions 
in 2025 along with similar charts comparing this year’s data with the entire database from 1980 
through 2025.  

Figure 15 shows the 2025 data by Force Level for each of the four major categories of operations: 
Melting, Casting, Transfer, and Other. In 2025, most explosions occurred in Casting (61), with 
Melting (54), Transfer (42), and Other (18) being the lowest as in the past, but unusually high 
for this category. The highest number of Force 2 incidents were 15 in Melting, which also had 
the One Force 3 incident in 2025. Casting had 6 Force 2 incidents, with Transfer having four, 
and Other with three. 

In the Other category, 13 of the 18 occurred in the Reduction process, with two being Force 2. 
There were 7 Minor injuries associated with these 13 Reduction process incidents which is a 
high percentage of injuries per incident.  Rolling accounted for 5 Other incidents, with one being 
Force 2.  There were two Minor injuries occurring from these 5 Force 1 explosions. 

Figure 16 provides the same data from 1980 through 2025. Notable is the relatively high 
percentage of Melting Force 3 incidents, which is 5% of all Melting incidents. This is compared 
to the other three operations that are each at 1-2% for Force 3 incidents. Also of note is that 
Melting Force 2 incidents have a high percentage at 27%. Casting and Transfer have 18% and 
17% Force 2 respectively.    

Figures 17 through 22 provide injury and incident data for each Melting, Casting, and Transfer 
operations in two different formats: 1) Injuries and Incidents; and 2) % Injuries per Incident or 
Injury Rate. Data is displayed by year from 1990 through 2025, excluding 2011. Unfortunately, 
the data is not available for program year 2011 and years prior to 1990. 

In general, the data shows an upswing in incidents in the early 2000’s and a higher incident 
volume for the last 10-12 years in all three operation categories. The Injury Rate for Melting 
averages 1% for the last 10 years. The Transfer and Casting Injury Rates are the same over 
the last 10 years, with both averaging 14%. 

The general Injury Rate trends over the last 35 years have certainly been downward, but the data 
is scattered as evidenced by exceptionally low R2 values shown in the three Injuries per Incident 
graphs (Figures 18, 20, and 22). In 2024, with the two Force 3 Casting explosions reported and 
the multiple Fatal, Serious, and Minor injuries associated with them, there is a significant 
increase in the Casting Injury Rate in 2024. The Transfer Injury Rate has been trending 
downward, especially in the last 13 years. 
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There are probably numerous reasons for the general long downward trend in the Injury Rate 
including: 1) improvements with primary and secondary PPE materials, design, and use; 2) 
movement toward ‘hands-free’ casting removing personnel from the Casting pit during cast starts; 
and 3) increased training and hazard awareness. 

Figure 23 provides 2025 data regarding the type of charge materials involved in the 54 Melting 
incidents, 1 Force 3, 15 Force 2, and 38 Force 1. Wet scrap accounted for the highest number 
of Melting explosions, 22, including the one Force 3 incident and 10 Force 2. Wet sow and 
wet/oxidized alloy materials both had Two Force 2 and 9 Force 1 incidents. Wet tools and pans 
resulted in five Force 1 incidents. 

The 2025 data for Melting incidents is in line with the compilation of the Melting explosion data 
shown in Figure 24. This chart provides the type of charging materials involved with the Melting 
incidents for the years 1980 through 2025. Wet or contaminated scrap is the reason for most of 
the Melting explosions. The second highest reason is wet alloying materials. By a high margin, 
most of the Force 2 and Force 3 Melting explosions have been related to Scrap charging. After 
Scrap, the next leading cause of Force 2 and Force 3 explosions occurred when charging various 
types of sows (primary and RSI) and T-bar. 

Figure 25 provides a breakdown of the 61 Casting incidents in 2025 in two separate ways: by 
stage in the process and by the type of Casting process. As typically seen in the past, most of 
the explosions (50) occurred during Start-up, including four Force 2. Steady-state had the 
fewest number of incidents, three Force 1. Additionally, there were 8 occurring during casting 
Termination, with 6 Force 1 and 2 Force 2. Figure 25 also breaks down the 61 incidents by 
casting product type: 27 DC billet or slab (23 Force 1 and four Force 2) and 33 sow or mold 
casting (31 Force 1; 2 Force 2). 

Figure 26 shows DC Casting incidents by drop segment for years 1980 through 2025. The 
historical data is similar to the 2025 data shown in Figure 25 in that most explosions occur during 
Start-up. Starting in 2021, the total End-of-Cast explosions outnumber the total Steady-state 
explosions. 

For 2025, Figure 27 provides the major causes of the 61 Casting incidents. They are organized 
by cast stage for VDC casting and by mold or sow casting. For DC Casting, the main Start-up 
issues were related to ingot hang-ups, bleed-outs, and wet equipment. Steady-State issues were 
equipment failure and ingot head under water. The main DC casting Termination issues were 
wet/rusty drain pans and ingot head under water. Sow and mold casting explosions were primarily 
related to wet, cracked, or unpreheated molds or wet refractory. There were 6 Force 2 Casting 
explosions. Five of the incidents occurred from wet or rusty drain pans either during Termination 
or Start-up aborts. One Force 2 resulted from wet refractory during small mold casting Start-
up. 

Figures 28 and 29 are relatively new charts, started in 2021, that provide additional analysis of 
the primary causes of Casting explosions. Showing data from 2015 through 2025, Figure 28 
provides the major causes for all Force Levels, while Figure 29 is data for only Force 2 and 3 
Casting explosions. By a large margin, the largest number occurs during sow or mold casting 
due to wet, cracked, or rusty molds (285). The next two highest are: VDC Cast-start explosions 
due to excessive curl, hang-ups, and bleed-outs (74) and VDC End of Casts and Aborts 
associated with wet and rusty drain pans (72). 
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When only Force 2 or Force 3 explosions are considered, Figure 29, the highest number of 
explosions (26) are due to wet and rusty drain pans at Termination and aborts. These are 
followed by VDC Cast-start explosions resulting from excessive curl, hang-ups, and bleed-outs 
(19), sow and mold casting with wet/cracked/rusty molds (13), and DC Cast Start due to 
wet/rusty bottom blocks (11). These major reasons for Force 2 & 3 explosions should be given 
increased emphasis during training and plant process and equipment auditing, since there is a 
higher probability of injuries when Force 2 & 3 explosions occur. 

There were 42 Transfer explosions (38 Force 1 and 4 Force 2) in 2025, as discussed previously 
in Figure 14. The major reasons for these explosions are provided in Figure 30. Wet and rusty 
drain or skim pans accounted for 10 incidents, including two Force 2. Other wet equipment and 
tools accounted for 7 Incidents, all Force 1. Two other Force 2 Transfer incidents occurred as 
the result of a wet launder and wet material in a tap-hole. 

Figure 31 provides a bar chart showing the equipment involved in the 999 Transfer explosions 
for the years 1980 through 2025. The highest number of Transfer explosions are related to Drain 
Pans, followed by Trough, and then Other. 

Similar to Figures 28 and 29 presented above for Casting, Figures 32 and 33 were first 
presented in 2021, providing additional detail of the major causes of Transfer explosions. Figure 
32 provides the data regarding the major causes of all Transfer explosions for the years 2008 
through 2025 (excluding 2011), while Figure 33 provides this information for only Force 2 and 3 
explosions. Figure 31 indicates that the highest number of Transfer incidents are related to 
wet/rusty drain pans (166) followed closely by wet tools (163). Wet/rusty drain pans are the 
leading cause of Force 2 and 3 explosions (21) with wet refractory or equipment second (11).  

As discussed above regarding the major causes for Force 2 & 3 Casting incidents, increased 
emphasis should be given during training and plant process and equipment auditing for these 
major causes of Transfer Force 2 & 3 explosions, because there is a higher probability of injuries 
when Force 2 & 3 explosions occur. 

When combining Casting and Transfer 2025 incident data for wet/rusty drain pans, this source 
of explosions accounts for 20% (21 of 103) of all the explosions in these two operations. 
Significantly, 14 of the 21 explosions (33%) were Force 2. In 2022 and 2023, this rate was also 
20% with 2024 at 19%. 

In 2025 there were 22 injuries from the 175 explosions, contrasting sharply with 2024 having 41 
injuries from 151 incidents, including seven Fatal and three Serious. This high injury rate in 2024 
was primarily the result of two Force 3 Casting explosions occurring internationally. Figure 34 
shows for 2025 the 19 Minor and 2 Serious injuries by Operation (Melting, Casting, Transfer, 
and Other). The most Injuries, nine, occurred in the Other Operation category, which is primarily 
Electrolysis operations.   

Figure 35 provides Injury by Operation data for 1980 through 2025. The highest number of 
Minor and Serious injuries have occurred in Casting operations. Melting operations account for 
the highest number of Fatalities, as well as the highest number of Force 3 explosions, as seen 
In Figure 16.  

As indicated in the past, a considerable number of injuries have occurred in relatively 
straightforward Transfer operations, including 83 Serious and seven Fatalities. In 2025, there 
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were seven Minor, one Serious, and 0 Fatal injuries reported in Transfer operations. The 
Transfer Injury Rate appears to be trending higher over the past three years, as can be observed 
in Figure 22, after trending downward over the previous 9 years (2014 through 2021). 

Figure 36 provides 2025 incident data versus the type of Process Plant (Reduction, Extrusion, 
Rolling, and Recycling). In 2025, the highest number of incidents occurred in Reduction 
operations (88), compared to the next highest in Rolling operations (48). There were 30 incidents 
in Recycling plants, which included six Force 2 incidents and the one Force 3 recorded in 2025. 
The least number of reported incidents occurred in Extrusion plants, nine, including two Force 
2. Rolling experienced the highest percentage of Force 2 incidents, at 33%, 16 of 48 incidents.  

Similar data is shown in Figure 37 for the period 1980 through 2025 but also includes additional 
Process Plants that have much fewer reported incidents. The highest number of incidents (2518) 
have occurred in Reduction plants by a large margin. Rolling was next highest with 1767 
incidents, followed by Recycling with 663 incidents, and Extrusion with 527 incidents. 

A new chart, Figure 38, is added this year showing the percentage of Force 2 & 3 incidents for 
four Process Plants (Reduction, Extrusion, Rolling, and Recycling), which historically have 
had the highest number of total incidents (all greater than 500) over the length of the program, 
1980 through 2025 (see Fig 47). Of significance, Reduction plants have lowest percentage of 
Force 2 & 3 incidents at 14%, while the most occurred in Rolling (42%). Recycling and 
Extrusion were somewhat lower than Rolling at 35% and 31%, respectively, but still more than 
2X higher than Reduction. 

The main causes of the 88 Reduction facility explosions in 2025 are presented in Figures 39 
and 40. They are listed by Melting, Casting, Transfer, and Reduction incidents. Melting 
incidents were related to wet charging materials (scrap and alloy), as well as wet equipment, 
stirring tools, and skim pans.  

Most incidents at the Reduction facilities took place during Casting, mainly involving sow or 
mold casting (33). The primary reason for sow Casting incidents was for cracked, wet, or rusty 
molds. There was one Force 2 sow casting incident as the result of wet equipment. 

There were five VDC Casting incidents including one Force 2, which was due to a wet drain pan 
during a Start-up abort. 

Transfer incidents (22) were primarily related to wet hand tools and equipment, which were 
mostly wet sampler molds, wet/rusty drain pans, and other wet equipment. The one Force 2 
resulted from a wet drain pan.  

There were 12 reduction cell incidents, including two Force 2 explosions. Seven incidents were 
the result of wet additions, one of which was Force 2. One of two tap-outs onto a wet floor was 
Force 2. 

Figure 41 provides the main causes for 31 Recycling plant incidents in 2025: 24 Force 1, six 
Force 2, and One Force 3. The Force 3 and two Force 2 explosions occurred as the result of 
wet scrap in Melting operations. There was one additional Melting Force 2 as the result of wet 
sow. Four VDC incidents occurred during cast Start-up and one during Steady State. Of these 
five, one was a Force 2 Start-up incident occurring during an abort due to a wet drain pan. There 
was also one other Casting Force 1 when pouring sow, which was due to a mold overflow onto 
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a wet floor. There were also seven Transfer incidents. This includes six Force 1 and one Force 
2, which was the result of wet material in a tap-hole. 

Figures 42 through 45 bar charts provide information regarding injuries recorded in 2025 for the 
four main plant types: Reduction, Rolling, Extrusion, and Recycling.  

For Reduction plants, Figure 42 shows that there were 15 Minor injuries: seven in Reduction 
operations, six in Transfer, and two in Casting. The highest number involved six injuries due to 
wet sampling tools. There were also seven injuries in the Reduction process: three wet anodes, 
two wet additions, and two wet tools. 

In 2025 there were five injuries in Rolling, four Minor and one Serious, shown in Figure 43. 
This was a significant decrease from 2024 with 12, all Minor injuries, and more in line with 2023, 
having only two Minor injuries. In Casting, there were one Serious and one Minor, both related 
to Force 2 wet/rusty drain pan explosions. One occurred during a Start-up abort and the other at 
Termination. There were two unusual Minor injuries, that both occurred after the cast, both 
involving items that fell into the molten ingot head during post cast inspection and ingot 
identification. One was a flashlight and the other an ID stamping cartridge. 

In 2025, as shown in Figure 44, there were zero injuries reported from Extrusion operations! 
Historically, the number of injuries reported from Extrusion operations is not high. For 2023 and 
2024 there were three reported both years.  In 2023, they were all Minor, however in 2024 two 
were Fatal and one Serious, the result of an international Casting Force 3 explosion involving 
an excessive cast rate. 

For Recycling plants in 2025, 31 explosion incidents were reported, including six Force 2 and 
one Force 3. There was only one injury, Serious, as shown in Figure 45. This injury resulted 
from a Force 2 Transfer explosion as the result of wet material in a tap-hole. 

Figure 46 summarizes the 2025 injury data by type of Process Plant. The highest number of 
injuries in 2025 occurred in Reduction, 15, all Minor. Rolling recorded four Minor and one 
Serious, and there was one Serious in Recycling. 

Figure 47 provides injury data for 1980 through 2025 for all Process plants, including additional 
types of Process plants besides the primary four shown in Figure 46. Reduction plants have the 
highest number of total Injuries and Serious injuries by a considerable margin, compared to the 
other plant types. The highest number of Fatal injuries have been in Recycling plants. 

Figures 48 and 49 provide additional incident and injury data analysis of the four Process Plants 
(Reduction, Extrusion, Rolling, and Recycling). These charts provide Incident, Injury, and 
Injury/Incident Rates for these four plant categories for the past 14 years (2012 through 2025). 
Injury severity (Minor, Serious, and Fatal) was not investigated separately in this analysis. 

Figures 48 and 49 show that there is a significantly higher number of Reduction plant incidents 
compared to the other three plant types.  

For Reduction plants, the Injury/Incident Rate fell sharply in 2016, held relatively steady (5-
10%) until 2023 when it started to rise again to 15% in 2025.  

Recycling plant incident reporting increased significantly starting in 2017 through 2025 from 
approximately 5 per year to an average of 35 per year. For these same years, except for 2024, 
the Recycling Injury/Incident Rate has been between 0-5% and has been the lowest of the four 
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plant types, The exception in 2024 was an international Casting Force 3 incident with multiple 
Fatal and Serious injuries. 

Figure 49 displays that the number of reported Rolling plant incidents is approximately 3-4X 
higher compared to Extrusion plants. The Extrusion Injury/Incident Rate is often the highest 
of the four plant types and is extremely variable, ranging from 0% to 87%. In 2025, it was at 0%, 
compared to Rolling at 10%. In 2024, Rolling was at 23%, similar to Extrusion at 25%.   

This Incident, Injury, and Injury/Incident data by plant type indicates that further investigation, 
analysis, and discussion should be pursued to determine why typically higher injury rates are 
observed in Rolling and Extrusion compared to Reduction and Recycling. A possible 
explanation may be the higher application of the billet and slab VDC Casting processes in Rolling 
and Extrusion compared to Reduction and Recycling. Additional understanding could lead to 
reducing injury rates. 

 

The Aluminum Association Molten Metal Incident Report Form for use in reporting incidents can 
be found at: https://www.aluminum.org/health-safety.    

 

R T Richter – September 2026 
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